
TREE REMOVAL SPECIFICATIONS

1. Treesto be removedshallhavetheir locationsdescribedpreciselyon thepermit.

2. ThePermitteeshallbeawareof andcomplywith theFresnoMunicipal ordinancesandthe Stateof
California ManualofTraffic Controls.

3. Streetsmaybebarricadedprior to falling treesafternotifying theproperauthorities. Thefollowing
agenciesshallbe givena36hoursnoticein advanceof streetclosures:FresnoCity StreetsDivision,
PoliceandFire Departments,SanitationDivision, Traffic EngineeringDivision, Valley Medical
Center,all ambulanceservices,local residentsandthe City buslineswhentheir routeis involved.

4. Main arterialsshallnot bebarricadednorshallthe normalflow oftraffic behinderedbetweenthe
hoursof 7:30a.m.to 9:00a.m.and4:00p.m. to 5:30 p.m. Exceptionswill requiretheCity Traffic
Engineeringapproval. Whenelectroliers,fire alarms,waterlines,gaslines,overheadwires, etc.,
maybedisturbedor damagedby treeremoval,themanagementof suchutility shallbe notified at
leastfive (5) workingdaysin advancesothatascheduleof operationsmaybeestablishedand
executed.

5. UndergroundServiceAlert (USA) at 1-800-642-2444shallbe notifiedandclearancesobtainedprior
to anyexcavations.

6. All treesareto be removedin sectionsnot to exceed5’ in length. Heavysectionsand/orlimbsshall
beloweredto thegroundusingconventionalropingandrigging procedures,or by useof acrane.

7. Theentiretreestumpandsurroundingsurfacebe removedto the satisfactionof theStreetsDivision.
All lateralcrown rootsabovethegroundshallberemovedbelowtheadjacentgroundlevel.

8. Any holescausedby the removalwork shallbefilled with soil equalto or betterthanthat in adjacent
areas.No brush,chips,stumps,rocks,hardpanchunksor otherwiseunsuitablematerialin excessof
1/4” in diametershallbe usedasbackfill. Backfill atall worksitesshallbe moundedsufficiently to
compensatefor soil settling.

9. Immediatelypriorto performingthe removal,ajobbriefingshallbe conductedby aqualifiedtree
worker. Suchjob briefingshall includethedescriptionof thehazardsuniqueto a specificjob,
appropriateworkproceduresto befollowed,work assignmentandotheritemsto ensurethatthework
canbeaccomplishedsafely.

10. All hazardsto pedestriansandvehiclesresultingfrom treeremovalshallbe safeguardedimmediately.
If for somereasonthis cannotbe accomplished,the areashallbeadequatelybarricadedandlighted
until thehazardcanbeeliminated. Uponcompletionof treeremoval,the areashallbe left cleanand
free from all debrisresultingfromthe removaloperation. Theentire tree,stump,androotswhich
havebeenremovedshallbedisposedof atasite securedby theContractor.

11. ThePermitteeshallbe solelyresponsiblefor all liability or damageincluding but not limited to
damageto existingsidewalks,curbs,gutters,andprivatepropertyandimprovementscausedby, or
connectedwith theremovaloperations.All hazardscreatedby treeremovalshall continueto remain
theresponsibilityof the Contractoruntil suchtimeasthe hazardhasbeeneliminated.
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